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Example System Connections

Power Input

System Power 
Supply

Power InputVideo Input
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System Camera

NB. The Video & Power connectors are not weatherproof.
Ensure the connections are made internally, or housed in a suitable enclosure. 

Camera On Screen Menu ( Accessable via the DVR ‘Coaxial Control’ function)



Camera On Screen Menu Continued.

This model features manual 
adjustment of zoom and focus. 
The adjustments are located 

underneath the camera. 

‘Zoom’
and

‘Focus’

Camera’s Adjustable Lens 
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Image Sensor 1/3" CMOS Sensor
Signal System NTSC/PAL
Effective Pixels 2560 (H) × 1440 (V)
Electronic Shutter AUTO/ 1/50（1/60）-1/50,000sec
Synchronization External
Min. IIIumination 0.01Lux
Video Output 4MP AHD

S/N Ratio ≥50dB
Noise Reduction 2D DNR

Day&Night Auto
White Balance Auto
IR LED 14µX48pcs SMD LED
IR Range Up to 40-45M

Focal Length 6-22mm Manual Zoom Lens
Angle of View Horizontal: 37.2°~ 14.4°
Lens Type Fixed Iris
Mount Type Φ14

IP Rating IP66
Power Supply DC12V(+/-10%)
Power Consumption IR OFF:65mA / IR ON:720mA
Working Temperature / 
Humidity

-20~+50℃  RH95% MAX

Dimensions(W×D×H) ￠80X275.8mm
Weight 1188g

Camera Features

Lens

General


