


This quick start guide along with the NVR’s Setup Wizard is designed to highlight the 
most common features, the full manual and software is available for download.  

General



Compatible cameras that are connected directly to the NVR will display automatically. 
On power up it may take up to 60 seconds for the image to appear on the live screen.

To connect a camera through a network please refer to the full manual for the speci�c 
camera model. 

A connection to a monitor is required for the NVR to complete the general setup. 

Apply power to the system using only the supplied power supply. Once prompted on 
the screen the default password is 123456. It is essential to change this password 
when prompted. 

It is also essential to assign an email address in the event of a lost password. 

To remotely view the NVR a cabled connection to network is required. 

DHCP is enabled as default on the NVR, if the network does not support DHCP or requires 
network details to be entered manually, please contact IT services or the Service Provider 

The smart phone APP has been made available on IOS and Android platforms, search for; 

ESP IP PRO

As default the NVR will record continuously from power up.

Remote Viewing 



24/7 Cameras include a low light image sensor meaning a small amount of 
background light will be enough for the camera to produce a colour image in low light 
environments. 

If there is not enough background light the camera image will turn mono. 

To retain a colour image the LEDs on the 24/7 cameras can be activated, settings will 
need to be con�gured through the NVR as below; 

To avoid false detection the LED detection range is approximately 7 ~10 meters.

Enter the Menu>  Alarm> VCA> Select either ‘intrusion Detection’ or Cross Line 
Detection’> Select Camera Required> Select ‘Draw’ under ‘Rule1’ and draw the required 
virtual line on the camera preview window. Select ‘Apply’ at the bootm of the screen.

After successfully con�guring the camera, when the speci�ed detection mode is 
triggered under certain low light conditions the camera’s LEDs will be activated for 60 
seconds.  




