Qeocon Technical Specification

Product Code: BTAS
Description: Disabled Refuge Type A Outstation
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General Information

Dimensions (mm) 300 x 150 x 105

Finish  Brushed Steel

Materials Stainless Steel

Mounting Surface
Audio Full Duplex
Class Type A

Weight (Kg) 1.40
Warranty (Years) 2

Supply & Power

Cable Size (mm?) 1-1.5
Connection Type Master Station/Expander Panel Line Cabling; 1 x 2 Core Radial

Transmission

Maximum Communication Range (m) 500 (point to point)

Outputs

Line Outputs  Single Line; to go to Master Station’s Line

Standards EN55103-1, EN55103-2

Features

Brushed Stainless Steel Finish, with a High Constrast Red Screen Print, with a Rugged Red Telephone Handset Behind a Push Door
High Volume Ringer

Status LED

20mm Cable Gland Knock-out

Telecoil for Hearing Impaired Users

Magnetic Push Catch

2

(B2

Unit 7 Target Park, Shawbank Road, ‘

Lakeside, Redditch B98 8YN United Kingdom

T: +44 (0)1527 515150 | F: +44 (0)1527 515143

E: info@espuk.com | W: espuk.com Page 1 of 1 (18/10/22)

Errors & Omissions excluded.

Specification is subject to change without notice.




