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General Information
Dimensions (mm) 70 x 70 x 91

Mounting Surface
Sensor Size (“) 1/2.7
Lens size (mm) 4

Camera Angle (°) 85
Effective Pixels 2MP (1920 X 1080)

Maximum IR Distance (m) 10
Minimum Illumination (Lux) 0.01

Warranty (Years) 1
Construction

Materials ABS
Finish White

Mounting Surface

Supply & Power
Operating Voltage (V DC) 5 (Micro-USB)

Power Consumption (A) 1
Recording

Storage Type Micro SD Card
Maximum SD Card Size 128

Video Resolution HD 1080p
Video Compression H.264
Audio Compression G711a

Transmission
Router Transmission Frequency (GHz) 2.4 (IEEE 802.11 b/g/n)

Router Transmission Range (m) 150

Supplied Fort Internal Camera, USB Mains Adapter & 1m USB-A to Micro-USB cable, User Manual, Mounting Bracket, 8GB 
MicroSD Card, Mounting Screws & Wall plugs

Standards IEEE802.11b/g/n

Features
Integrated with ClickSmart+ app
Wi-Fi 1080p Internal Camera for Remote Viewing
Two-Way audio
Notifications via APP
8GB MicroSD Card Included

Product Code: ECSPCAM
Description: Wi-Fi Indoor Camera
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