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General Information
Dimensions (mm) Ø71 x 151

Finish Black
Weight (Kg) 0.35

Warranty (Years) 3
Supply & Power

Operating Voltage (V DC) 12
Power Consumption (W) 4

Environment
Ingress Protection IP66

Operating Temperature (°C) -30 to +55
Relative Humidity Resistance (%) <90

Media Information
B&W Minimum Illumination (Lux) 0.05

Effective Pixels NTSC/ PAL:1920(H) x 1080(V)
Sensor Size (“) 1/2.8“

Lens size (mm) 3.6
Lens Type Fixed

Viewing Angle (°) 87
Scanning System Progressive CMOS

Maximum IR Distance (m) 30
Video Output 1Vpp, 75 ohms

Auto Gain Control Auto

Network
Interface BNC Video Connection, 2.1 x 5.5mm DC Socket

Supplied Quick Start Guide, Fixing Screws & Wall Plugs

Additional Information Power supply required (Part Number: DVRPSU4 - will power upto 5 cameras)

Accessories
RHDDBB: HD Camera Deep Base - Black 
CAB-10: 10M Power and BNC Video Cable 
CAB-20: 20M Power and BNC Video Cable 
CAB-40: 40M Power and BNC Video Cable 
CAB-80: 80M Power and BNC Video Cable 
Compatible with the range of REKOR HD Digital Video Recorders (DVRs)

Product Code: RHDC36FBB
Description: 3.6mm 2MP HD Fixed Bullet Camera
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